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. STANDARD BROADCAST STATION LICENSE el Ho.

H Subject to the preovisions of the Communications Act of 10834, subsequent Acts, and Treaties, and
jission Rules made thereunder, and farther subject to conditioms set forth im this licenmse, l/the LICENSEE

is hereby anthorized to mse and operate the radio tramsmitt g apparatus hereimsfter described for the purpose of broad-

1 , 846

{8 aum., Eastern Standard Time)

casting for the term begimming 19% , and ending

operzie said apparatus oaly in accordance with the following terms:

L On a {fregueacy of kc. . current, fiigl  amperes
% With_o# &LdB vatts powerBh& directional antenna nightume[__ resistance, Jiflel  ohms

5 $ 8 current, 33,2  amperes
aad

resistance, Jifled olms

The licensee shall use

4.

to be used and operated is located at:

3;.% ; North Lat. %3 ° 31 ' iR '
West Losg. ?% ‘ Q l 3% '

The Commission reserves the right during said license period of terminating this {icense or making
aifective any changes or modification of this licenae which may be necessary to comply with any decision of
the Commission rendered as o result of any hearing held under the rules of the Commission prier to the
commencament of this license perjod or any decision rendered as o result of any such hearing which has been
designated but not held, prior to the commencement of this ficense period.

This license iz issued on the licensee’s representation that the statements contained in licenses’s
application are true and that the undertakings therein contained 30 far as they are consistent herewith, will
be carried out in good faith, The licensee shall, during the term of this license, render such broadcasting
service as will serve public interest, convenience, or necessity to the full extent of the privileges herein
zonferrad.

This license shall not vestin the licensee any right to operate the station nor any right in the use of
the frequency designated in the license beyond the term hersof, nor in apy other manner than suthorized
herein, Meither the license nor the right granted hereunder shall be assigned or otherwise transferred in
viglation of the Communications Act of 1934, ‘this license is subject to the right of use or control by the
Government of the United States conferred by section 606 of the Communicetions Act of 1034,

ey Thia license consists of this page and pages §$ 3%%
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1. DESCRIPTICN OF DIRECTIONAL ANTENNA SYSTEM

No. and Type of Elements:

Helght abeve Insulsators:
Overall Helght:

gpacing and Orientation:

Non-Directional Antenna:

‘Ground System consists of

the

2. TEEQRETICAL SPECIFICATIONS

Phasling:

Field Ratio:
Says
% OPERATING SPECIFICATIORS

Phase Indlcation:#

Antennsa Base furrent
Ratio:

current Ratio:

*4s indicated by thase monitor.

Phase indications and antenns base currents shall be read and entered in the operating log at least om
may be read and logged in lieu of bese curreni

provided base currents are read and logged at least once
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OBSTRUCTION MARKING

ANTENNA TOWER(S) OR SUPPORTING STRUCTURE(S)

It is to be expressly understood that the issuance of these specifications is in no way to be considered as
precluding additional or modified marking or lighting as may hereafier be required under the provisions of
dection 303(q) of the Communications Act of 1934, as amended,

i Antenna structares shall be painted
throughout their height with alternate hands of
avietjon surface oranpe and white, terminating
with aviation sarfsce orange banda at both top
and bottom. The width of the bands shall be
approximately cne-saventh the height of the
structure, provided however, that the bands
shall not be mare than 40 feet nor less thanp
1.1/ feetin width. Ail towers shall be cleaned
or repainted as often as necessery w maintain
good visibility.

2 There shzll be installed st the top
of the tower at least two 100- ar 111-watt lamps
(#100 AZL/TS or # 111 A21/TS, respeciively)
enclosed in aviation red obstruction light
globes. The twolights shallburn simultaneous-
ty from sunsetlo sunrise and shall be positioned
so as Lo insure unobstructed visibility of at
least one of the lights from aircraft at any angle
of approack. A light sensitive control device
ovr an sstropomic dial elock and time swilch
may be used to contrel the cbatruction lighting
in liou of manuel control. When & light sensitive
device is used ii should be adjusted so that
the lights wili be turned on at & aorth sky light
intensity level of about thirty-five foot cendles
and turmed off at = north sky light intensily
tevel of about fifty-eight foot candles.

3 Thera shail be installed at the top
of the stucture one 300 m/m eleciric code
beacon eguipped with two 586 or §20-watl
lamps {PS-10, Code Beacon type), both lamps
to burn simultanecusly, and equipped with avi-
ation ted color filters. Whete a rod or other
construction of not more than 20 feet in heipht
end incapable of supporting this bescon is
mounted on top of the structure and it is dev
termined that ihis additiopal tonstruction does
not permit urcbstructed visibility of the code
heacon from aireraft al sny sagle of approach,
there shall be installed two such bezcons
positioned so as to insure ynobstrueted visihi-
lity of at least one of the hezcens from aireraft
at any angle of approach, The beacons shall
be equipped with a flashing mechanism pro-
ducing not more Lthan 4 flashes per mirute nor
loss than 12 flashes per minute with a period
of darkness equal to one-hall of the luminous
peried.

4 Atapproximately one-half of the over-
all height of the tower one simtler fashing 300
mvm alectric code bescon shall be installed in
such position within the tower proper that the
structural members will not impair the visibility
of this beacon from aircraft at mny angle of
appronch, In the svent this beacon cannot he
installed in 8 manner 1o insure unchbstructed
visibility of it from ajrcrelt at any angle af
spproach, there shall be isstalled two such
bescons, Bach bescon shall be mounted on the
outside of diagonally opposite corners or oppo-
site sides of the tower at the prescribed height.

5 At approximately two-fifths of the
over-all heightof the tewer one similar flashing
300m/m electric code heacon shall be installed
in such position within the tower proper that
the structural members will not impeir the visi-
bility of this beacen from aireraft at =ny angle
of mpproach, In the event this beacon camnol
be installed in & manner to insure unobstructad
visibility of it from aircraft at any angle of
approach, there shall be installed two such
bescons, Bach beacon shail be mounted on the
outside of diagonally oppusite corpars of ap-
posite sides of the tower at the prescriled
height.

& Cn tevels al spproximately two thirds
and one third of the over-all height of the tower
ane mimilar flashing 300 m/m electric code
beacon shall be instslted in such position with.
in the tower proper that the structutal members
will not impair the visibility of this beacon from
aircraft at any angle of approach, In the event
these beaccns cannot be installed in a manner to
insure ancbstructed visibility of it from aircealt
at any aagle of approach, there shall be in~
stalted two euch beacons, Hach beacon shall

be mounted on the outside of diagonally ope
posite corners or opposite sides of the Lower
st the prescribed height.

ke On levels at approximately four-
seyenths and twos-sevenths of the overall height
of the tower one =imiler flashing 300 m/m
electric code heacon shall be instalied in such
position  within the tower proper that the
stryctura]l members will not impair the visihi-
lity of this beacon from aircraft at any angle
of approach. In the event these beacons cans
not be instazlled in B manner 10 insure unob-
structed viaibility of the bascons from eircralt
at any sagle of approach, there shall be in-
stalied two such beacons, sl each level. Each
bescon shell be mounted on the outside of
diagonally opposite corners or oppozite sides
of the tower ot the prescribed height,

B. On levels at approximately three-
fourths, one-half and one-fourth of the aver-all
height of the tower one similar {lashing 300
m/m electric eode boacon shall ba installed in
such position within the towar proper that the
stuctyeal members will not impair the visibi
lity of this beacon from =izceaft at any angle of
spprosch, In the event these beacons cannot
be installed in a manner to insure unobstructed
visibility of the beacons from airoraft at any
sngle of appoach, there shall be installed two
such heacons, at each level. Each bescon shail
he mounted oh the outside of disgonally op-

posite corners or opposite sides of the tower’

at the prescribed height.

9. On levels at approximately twor
thirds, four-pinths and two-ninthe of the over-
all height of the tower one similar flashing
300 m/m electric code beaconshall be installed
in such position within the tower proper ghat
the strectural members will not impair the visi-
bility of this ieacon from airoraft at apy anpie
of approach. In the event these heacans cas-
not be instalied in a manner Lo insure unohb-
structed visibility of the beacons from eircraft
at any anple of appreach, there shall be in-
stalled two such beacons at each level, Each
beacon shail be mounted on the outside of
diagonally opposite corpers of opposite sides
of the ipwer ot the prescribed height,

1G. {n levels  at approxbmately  foure
fifths, three-fifths, iwo-fifths, and one-fifth of
the over-all height of the tower one simiier
flashinr 300 m/m electric code heacon shall
he installed in such position within the tower
proper that the swuetural members will net ime
pair the visibility of this beacon from aireraft
at any angio of approach. In the event these
heacons cannot be installed in a manner (o in-
sure unobstructed visibility of the hercons
from aircraft at sny anple of approach, thers
shall be instslisd wwe such beacons al each
ievel. Each beacon shall be mounted on the
outside of disgonally opposite cormers or ope
posite sides of the towar ai the prascribed
haights,

i1, At the approximate mid point of the
over-all height of the tower there shall be in-
stailed at least two 100- or 1il-wate lamps
(#1100 A21/TS or # 111 AZL7TS, respectively)
enclosed in aviation red obstructios lght
#lobes, Each light shall be mounted so ns to
insure unohstructed visibility of aL least one
light at each level from aircraft a¢ roy angie of
approach.

12, On  levels at approximately two-
thirds and one-third of the aver-all height of the
1gwer, there shall be inatalled ot least two 100-
or 111-watt lamps ($100 A21/TS or #1311 ARL/
TS, respectively) enclosed in aviation red
sbatruction light globes, HRaeh light shall he
mounted se a3 to insure unebstructed visibitity
of 8t least one light st each lave] from aircraft
at any angle of approach,

13, (On leveiz at approximately three-
fourthe and one-fourth of the over-all height of
the towar, at least one 100- or 111-watt lamp

(#100 421/TS or #111 AZ1/TS, respectively)
enclosed in an avioiion red obstruction light
globe shall be instslled on esch cutside corner
of the tower al each level.

14, {in levels at approximstely four-
fifths, threefifths and one-fifth of the over-all
height of the tower, 81 jeast one 100- or 11l-watt
tamp (#3100 AZI/TS or ¥ 111 AZL/TS, re-
spactively) enclosed in an aviation red ob.
struction light globe shall be instal:ed on each
outside comer of the tower at esch level,

15. On  lavals sl approximately five.
sixths, one-half, and one-sixth of the aver-all
heightofthe tower,at least one 100- or 11l-wall
lamp {#100 A21/TS or #'111 A2L/YS, re-
spectively) enciosed in an aviation red ob-
straction light globe shali be installed on each
outside corner of the tower at each level.

18, On  leveis -at approximately six-
sevenths, five-sevenths, threa-sevenths and one-
seventh of the pver-all height of the tower at
leasi one 100- or 111-watt lamp (¥ 100 A21/TS
or #1131 AR1/TS, respectively) enclosed in an
aviation red obstruction light glebe shail be
instulled on each outside corner of the structure.

17. Gn levels at approximately sevea-
eighths, five-sighths, three-sighths, and ona-
eighth of the ever-all height of the tower, sl
least one 100- or 11l-watt lamp (# 100 A21/TS
or %111 AR21,/TS, respectively) enclosed in an
aviation red obstruction light globe shall he
installed on esch outside comer ol the atructure,

18. On levels at approximately eight-
ninths, seven-ninths, five-ninths, onesthird and
one-ninth of the over.all height of the tower, at
least one 100- or 111-watt tamp (F 100 AZ1/TS
or # 111 A21/TS, respectively) enclosed in an
aviation red obstruction light globe shall be
instalied op each outside corner of the tower
at each level

13. Cn levels =zt approximately sine-
tenths, saven-tenths, ore-half, three-tenths,
and one-tenth of the over-all height of the
tawer, &t least one 100- or 111-watt lamp (#100
ARL/TS o #1311 AR1/TS, respectively) en-
closed in en aviztion d obstructios light
globs shall be inStalied on sach cutside corser
of the tower at sach level.

20, A}l lighting shall he exhibited from
sunset to sunrise unless otherwise specified,

21, All Hgnts shall burn continuously or
shall be controlled by & light sensitive device
adjusted so that the lights will be turned on &
a norih sky light intensity level of about 35 foot
candies and turned off at a north sky light in-
tensity level of about 58 feot candlies.

22. During construction of an antenne
structure, for which obstruction lighting is re-
quired, at least two 100 - or 11l-watt lamps
(#1700 ARL/TS or # 111 A2L/TS, respectively)
anclosed in aviation red obstruction light
piobes, shall he instslied at the uppormost
point of the steucture, In addition, ss the
height of the structyre exceeds each level at
which permanent obstruction lights will be re-
quired, two similar lights shall be installed at
aach such level, Thesa tenporary Warning
lights shall be displayed nightly from sanset
1o sunrise until the permanent ohstruction
lights have been installed and placed ir opers.
tion, and shall be positioned so as to insure
anobaructed visibility of ai least one of the
lights at any angle of appeoack, In lieu of the
above temporary warning lights, the permanent
obstruction lighting fixiures may be installed
and gperatad at each required level as each
auch level is exceeded in haight during con-
strustion.

THIS FORM 15 A PART OF AND SHALL BE ATTACHED TO THE CURRENT INSTRUMENT OF AUTHORIZATION.

F.C.C, - Wasbington, I €.



